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Smartphone Connect

 ➣ Smartphone Connect

Preliminary

Smartphone Connect

E-mail Notification

Wi-Fi Connection 
* Wireless between the main monitor and Wi-Fi router.

Answer Visitors
Answer visitors and

unlock the electric locks.

Monitoring
Monitor the camera image 

of the door station.



New Model

Connection Overview

Specifications
 � Free application for smartphone support 
- iPhone 5 and later and iPad (iOS 7.0 or later) 
- AndroidTM smartphones (Android 4.0 or later)

 � Supports iOS and Android
 � Power supply unit (24V DC, 0.6A)
 � 5 inch display

 � Optional interface
 � Picture recording: Up to 400 images 
 (Up to 50 visitors (8 shots per visitor))

 � Camera angle: 170° horizontally, 130° vertically
 � Night vision (LED light)
 � Release up to 2 electric locks
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• The actual product may vary slightly from photograph.
• All pictures of the LCD display are simulated.
• Dimensions are approximate.

• These products may be subject to export control regulations.

Trademarks and registered trademarks
- Wi-Fi is a trademark or registered trademark of Wi-Fi Alliance. 
- iPhone, iPad and iPad mini are trademarks of Apple Inc., registered in the U.S. and other countries. 
- Android is a trademark of Google Inc.

DISTRIBUTED BY :

MG-DHPL008EN 1506ITP/ITP-EX1

Ph: 02 9749 5888
E: nsw@eos.com.au

NSW

QLD
Ph: 07 3252 9272
E: qld@eos.com.au

WA
Ph: 08 9249 5911 
E: wa@eos.com.au

VIC
Ph: 03 9544 5633
E: vic@eos.com.au

5131045
テキストボックス




